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ASME SA36 carbon and low alloy steel plate 
 

Carbon and low alloy ASME SA36 steel plate belongs to US standard carbon structural steel. 
Carbon and low alloy ASME SA36 steel plate is equivalent to GB / T 699-1999 quality carbon 
structural steel, which is 380Mpa. carbon and low alloy ASME SA36 steel plate is a very 
important product of katalor. There is no no doubt that we are very good at providing carbon 
and low alloy ASME SA36 steel plate. we can supply carbon and low alloy ASME SA36 steel plate 
with Reasonable price If you find us, and you have demand at this time, please prompt inquiry. 
 
The bellow chart is the size of rolling for Carbon and low alloy ASME SA36 steel plate katalor 
suppied. Please refer to them if you are interested in set up a relationship for Carbon and low 
alloy ASME SA36 steel plate: 
Thickness 1.2-600mm 
Width  1220-4200mm 
Length 5000-18000mm 
Notes  coil thickness ≤ 25mm 
 
Carbon and low alloy ASME SA36 steel plate is divided into different thickness, different 
thickness has different composition requirements. Carbon and low alloy ASME SA3 steel plate is 
similar to China's Q235 series. katalor can supply Reasonable price Carbon and low alloy ASME 
SA3 steel plate with clients from different countries. 
 
Carbon and low alloy ASME SA36 steel plate Chemical Composition and Mechanical Property: 

 
Every year we have a lot of orders of carbon and low alloy ASME SA36 steel plate.If you want to 
know the difference between carbon and low alloy ASME SA36 steel plate and ASTM A36, please 
feel free to consult. We will do our best to help you solve it.  
 
 
 
 

Carbon and low alloy ASME SA36 steel plate Chemical Composition(%) Grade 

C Mn≥ Si P S 
ASME 
SA36 

0.26 0.4-0.9 0.4 0.04 0.05 

Carbon and low alloy ASME SA36 steel plate Mechanical Property  Grade 

Tensile 
Strength(MPa

) 

Yield 
Strength(MPa

) 

% Elongation 
in 2 in.(50mm) 

min 

Impacting 
Test  Temperature(°

C) 

 

ASME 
SA36 

400-650 250 20 +20,0,-20  
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specialized in manufacturing and exporting steel and casting product. Based 
on the domestic rich product resources and professional research on 

international market,Katalor'service has already spread many countries in 

Europe , America, Southeast Asia, Middle East, South America, Africa, and so 

on. 

Contact US:  

Phone: 0086-18317160019 
TEL: 0086-21-61182423 
Fax: 0086-21-61182425 
E-mail: info@katalor.com 
Skype: shanghai.katalor 
Address : Room 301,Unit 6,lane 2500,xiupu Road,Kangqiao Industrial 
Area,Pudong New District,Shanghai 


